
Valve Type 2/2 way 2/3 way 2/5 way

Acting Way Normally Closed Normally Open

F grade (for normal temperature) H grade (for high temperature)

X coil (explosion-proof coil) DIN connector coil

Wiring type

AC                V DC              V

Any requirements about power consumption? 

Air Water Hot water Steam

Light oil Gas Others        

Medium Temperature ℃

Brass SS304 SS316

Others

Min. Pressure                        kgf/cm2

Max. Pressure                        kgf/cm2

G thread NPT thread

Flange connection

Orifice Φ                        mm

Environment Temperature                    ℃

Outdoors Indoors Underwater

Others

Website: www.xhnotion.com

XHNotion Pneumatic Technology Co., Ltd.
Add: No 16, Gaoqiang Road, Gaoqiao Town,  Ningbo, 315175 China

Tel: 0086-574-82823826; Fax: 0086-574-82823825

Email: sales@xhnotion.com; xhnotion@hotmail.com

Coils

Special Requirements

Application Environment

Medium

Voltages

Connecting Thread

Valve Material

﹡Contact person:
﹡Tel:

﹡Email:
﹡Fax:

﹡Address:
﹡Date:﹡Your company name:

VALVE ORDERING / INQUIRY SPECIFICATIONS
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