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— Applicant:

— Product:

- Tested Model:
Derived Models:

Manufacturer:

Rating and
- principal

characteristics:

Vojensky technicky ustav, s.p.
odstépny zavod VTUPV
Vita Nejedlého 691, 682 01 Vyskov, Czech Republic

CERTIFICATE
N° VTdPV - 009 / 2018 / ZAHR

Ningbo Xhnotion Pneumatic Technology Co., Ltd. /
TR IERSIB LA RAF
Rm1204, Rihuguomao, Jiangbei District, Ningbo, Zhejiang, China

Solenoid Valve

XLH150-15 L TH ‘ ' i :
2N, XP; XLA, XLG, XLB, XSG, XCT 2C 2WP, 2VP aw, 3N XST BD BP, BH, BT,
0927, BA, AMCF BMCF CMCF, XL, 2MP, 2LP XV 4V, 3V

ngbo thotlon Pneumatlc Technology Co,, Ltd /
TN ERTSIBEARAA

‘Rm1204, Rihuguomao, Jiangbei District, ngbo Zhejlang, China

~Rated Voltage: 6-12V DC
Standard Input Power: 2-25 W (dependmg on the model)
Rated Current: 0.2-3 A (dependmg on the model)

‘Test results are descrlbed in the Test Reports No
. LCS180101005AE (tests made by Shenzhen LCS Compllance Testlng Laboratory Ltd.)

The sample of tested product conforms with the requ1rements of the followmg standards

EN 61000-6-1: 2007
EN 61000-6-3: 2007+A1: 2011

This certificate is valid until: 31. 01. 2023

After preparation of the necessary technical documentation as well as the conformity declaration, the
required CE marking can be affixed on the product. Other relevant directives have to be observed.
' The CE mark shall appear according to this sample:

C€

Tel./Fax: +420 910 105 517
e-mail: milan.bezdek@vtusp.cz
http://www.vtusp.cz
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